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Specifications subject to change without notice

Approvals: ETL, ETL Sanitation, FCC

Model     UPC
AIN18  669452120126

• Stainless steel body
• Touch pad controls, 4 digit LED  
 display, and digital timer
• 7 power levels
• Durable glass cooktop
• Proper pan detection and automatic 
 empty pan safety shut-off
• Temperature settings from 140°F-460°F
• Overheat protection
• Error code alert display
• Nonslip rubber feet
• 1800W, 120V with attached 5½-foot power  
 cord and plug, NEMA 5-15P

NOTE: Unit requires ferromagnetic 
Induction-ready Pan

Suitable ferromagnetic induction-ready pans 
include:
Steel or cast iron, enameled cast iron, 
stainless steel, and aluminum if marked 
“suitable for induction cooking”, flat-bottom 
pans/pots with diameter of 4.75'' to 10.25'' 
or 12 to 26 cm.

AIN18 
1800W Induction Range

WARRANTY
One-year limited warranty

SPECIFICATIONS

AIN18
1800W Induction Range

• Most energy efficient cooking in the world! 
• Cooks faster to speed 
• No open flames
• Precise temperature control allows for even,  
  consistent cooking
• Portable, light weight, and stores easily
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Model UPC # of Burners Pan Dia. Max. Voltage Watts Amps Temperature Power 
Levels

Unit W X D X H Shipping Weight

AIN18 669452120126 1 10'' 120 1800 15 140°F-460°F 7 12.87'' × 17.4''× 4.33'' 14.4

IMPORTANT: PERSONS WITH PACEMAKERS
Persons with pacemakers should stay at least 3 feet away from the induction range.
When using the induction range with the general public, a pacemaker notice should be posted 
near the equipment in use.

AIN18 
1800W Induction Range

Plug Type - NEMA 5-15

12.87'' W

17.4'' D

4.33'' H


